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20Torque 1-1.4 Nm (8.85 -12.39 lb-in)
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Resistor connection:
Marked RB1 / RB2
IEC: Cu 2.5- 50mm²; Al:6-50mm²/ 750V
UL: AWG 6 - 1/0 / 600V 
Wire stripping: 23mm(0.9 in)
Torque: 10 Nm(88.51 lb-in)
Thermo switch connection:
Marked: T1/T2
Type: PHOENIX G5/2 with screw connection.
IEC: 0, 2-4 mm² / 500V
UL: AWG 24 -12 / 300V
Wire stripping: 8 mm(0.31 in)
Torque: 0.7 Nm (6.2 lb-in)

For resistor cable:
Cable gland with internal connection for braid
Clamping range: 19 - 28 mm
Size Wrench (SW): 45 mm(1.78 in)

PE: M8 
Torque 4.5 - 5.5 Nm
(39.83-48.68 lb-in)

For temperature switch cable:
Clamping range: 3.5-7.0 mm (0.14-0.28 in)
Size Wrench (SW): 16mm (0.63 in)

Mechanical mounting:

Vertical with
connection box down.
In this position the
resistor protection
class is IP21

or

Horizontal (IP20)
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DETAIL A 
SCALE 1 : 2

Name plate:

Danfoss code Typecode Ohm L±2 
mm L±0.08 in L1±2 

mm L1±0.04 in Weight kg
Center of mass mm

X Y Z

175U3134 MCE101A105RP4K20E21TAW 105 660 25.98 630 24.80 29 304 135 128
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