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X8 IP 20 with internal fan
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Designation

Drawing NumberPrint scale
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DIN 2768-1 V

VLT Advanced Harmonic Filter AHF
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R1 Dimensions

Terminals

DC fan + COG lifting eye 2018-10-02
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X3/X4 Capacitor disconnect 120mm²(18Nm)
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X1 Mains 300mm²(50Nm) X2 Drive 300mm²(50Nm)

X1 Mains 300mm²(50Nm)
X3/X4 Capacitor disconnect 120mm²(18Nm)

A/B Temperature 2,5mm²(0,8Nm)

X2 Drive 300mm²(50Nm)

715,02,5 mm 28,10,10 in[ ] 420,02,5 mm 16,50,10 in[ ]

468,02,5 mm 18,40,10 in[ ]PE M12 (25Nm) 

800,04,0 mm 31,50,16 in[ ]

957,54,0 mm 37,70,16 in[ ]

9,01,0 mm 0,350,04 in[ ]
9,01,0 mm 0,40,04 in[ ]

167,51,0 mm 6,60,04 in[ ]

240,01,0 mm 9,40,04 in[ ]

300,01,0 mm 11,80,04 in[ ]

240,01,0 mm 9,40,04 in[ ]
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8 holes must be used to fix the AHF with M8 screws.
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