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In-line, Female Port
3C13-01

Check Valves Catalog

This valve allows free flow from 1 to 2 and blocks flow from 2 to 1.

Theoretical performance

psi  bar 154 SUS (33 cSt) hyd. oil @ 100° F (38° C)

174 12 ‘ ‘ ‘

145 10

Crack pressure = 65

116 4 8 y
\

o

Pressure dro,

EN

87 /
L~

58

29

N

/___/

0

L/min 10 20 30 40

US gal/min 2.6 53 79 106

g DIMENSIONS Cross-sectional view
1 mm in
N
>
[
(o}
o
s
<
M
w
o 28.7 88.9
=3 [1.13] [3.50]
S
) SAE #8 (3/4-16)
(<] (both ends) ‘\
N

/.I,l \-—\‘\\\\

R

S

N

——\_.

ORDERING
INFORMATION

CV-26

3C13-01-85-

T’

Port sizes
85 =SAE #8

Quick Reference Index
Schematic
0) @
in Q out
Specifications
Rated pressure 350 bar [5075 psil
REVCL Rl WETA T 70 |/min
100 psi [19 US gal/min]
Leakage 5 drops/min @ Rated

pressure

Weight 0.31 kg [0.68 Ib]

Cavity

none

Crack pressure
3=0.2 bar [3 psi]
15=1.0 bar [15 psi]
45 = 3.1 bar [45 psi]
65 = 4.5 bar [65 psil
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